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_ _ Managing the
TM Maximus Terminal Workforce

Biometric Time & Attendance For the Real World!

The TM Maximus reads fingerprint characteristics at and beneath the surface of the skin. Dirty, dry, and

wet fingers are no longer a problem with the TM Maximus. This enhanced biometric technology mitigates
traditional system vulnerabilities making the TM Maximus the ideal biometric terminal for your work environment.

Applications

« Time and Attendance

« Job Tracking (by work order)
. Call Back, Training

« Employee Messaging

o Department Transfers

Standard Features

o Fast Employee Enroliment

« Works Under Challenging Environmental Conditions
o Centralized Template Management

e 4 x 20 Character LCD (128 x 64 pixel)

« 10/100 Base T Ethernet Communications

o 8 Programmable Function Keys

« Durable Shatter Resistant Sensor

« USB Backup

Reader Options

- Magnetic Reader

« Infrared Barcode

« HID Proximity and iClass

o Job Tracking Wand Reader Kit

Physical
« 8.47x10.24” x 3.86”
(21.33cm x 26cm x 9.8cm)
« Weight 4 Ibs
« Rugged Die-Cast Aluminum Housing
« Key Locking Base

Terminal Options

o UPS (Terminal Operations on Battery Backup)
o POE (Power over Ethernet)

- Bell Relay Kit

o Wireless Connectivity

Biometric Options Environment
o 1:1 for Verification o Operation Temperature:
« 1:n Identification (search database) 0° to 50° C (32° to + 122° F)

« Lumidigme Multispectral Optical Imager

(800) 822-0973 www.SierraWS.com




